	Bios Version
	P06
	P06

	Quantum Bios
	
	

	CPU Turbo
	Always on
	Always on

	System Turbo
	Enabled
	Enabled

	Clockspeed Control Center
	

	CPU Bclock (FSB)
	159
	134

	QPI Link Fast Mode
	Enabled
	Enabled

	QPI Multiplier
	auto
	24

	QPI Target Speed
	2867
	3223

	CPU Core Multiplier
	25
	29

	CPU Target Speed
	3983
	3895

	CPU Uncore Multiplier
	24
	24

	CPU Uncore Target Speed
	3826
	3224

	Memory Bus Multiplier
	12
	12

	Memory Bus Target Speed
	1913
	1612

	CPU Clock Skew
	0ps
	0ps

	IOH Clock Skew
	0ps
	0ps

	
	
	

	All Voltage Settings
	
	

	CPU Voltages
	

	CPU Core Voltage
	120
	60

	CPU Target Core Voltage
	1,28875
	1,28875

	CPU Vdroop Compensation
	Disabled
	Disabled

	CPU VTT (Uncore) Voltage
	220
	100

	1.8 PLL Voltage Setting
	1,8
	1,8

	CPU Clock Amplitude Ctrrl
	0,700
	0,7

	Memory Voltages
	

	DRAM Voltage
	1,65
	1,62

	DIMM 1 Vref CA (Address)
	0,500
	0,500

	DIMM 1 Vref DQ (Data)
	0,500
	0,500

	DIMM 2 Vref CA (Address)
	0,500
	0,500

	DIMM 2 Vref DQ (Data)
	0,500
	0,500

	DIMM 3 Vref CA (Address)
	0,500
	0,500

	DIMM 3 Vref DQ (Data)
	0,500
	0,500

	Chipset Voltages
	

	X58 IOH Core Voltage
	1,24
	1,22

	X58 IOH VCCA 1.1V
	1,108
	1,108

	X58 IOH VCCA 1.5V
	1,506
	1,506

	ICH10 SB Voltage
	1,506
	1,518

	
	
	

	CPU Features
	
	

	PPM
	Enabled
	Enabled

	EIST
	Enabled
	Enabled

	CxE
	Auto
	Auto

	Execute Diable Bit
	Disabled
	Enabled

	Virtualization
	Enabled
	Enabled

	Hyper Threading
	Enabled
	Enabled

	Active Processor Cores
	All
	All

	
	
	

	Memory Settings
	
	

	Memory Controller Settings
	 
	

	IMC Configuration
	Enabled
	Enabled

	Channel Configuration
	Independent
	Independent

	Channel Interleaving
	6 way
	6 way

	Rank Interleaving
	4 way
	4 way

	Memory Timings
	

	Extreme Memory Profile XMP
	Disabled
	Disabled

	Memory Profile Select
	Auto
	Auto

	DRAM Timing Control
	Manual
	Manual

	tcl (CAS Latency)
	7T
	6T

	tRCD (RAS to CAS Delay)
	8T
	7T

	trp (RAS Precharge)
	7T
	6T

	tRAS (Precharge Delay)
	20T
	16T

	CR (Command Rate)
	1T
	1T

	tRFC (Refersh Cycle Time)
	Auto
	Auto

	tWR (Write Recovery Time)
	Auto
	Auto

	tRRD (RAS to RAS Delay)
	Auto
	Auto

	tRTP (Read to Precharge)
	Auto
	Auto


